
440X Cleaning Instructions
The Airbotx machines are built to be very durable. However, both the external and internal hardware should be
cleaned on a regular basis to increase the machine’s longevity and job performance. We recommend this
cleaning after every job for disaster restoration applications, and at least once per month for other residential
and commerical applications. Remember to always wear UV eye protection when looking directly at the UV
lamps while they are on, and never use harsh chemicals of any nature to clean the Airbotx machines.

MATERIALS YOU WILL NEED:
1: Latex gloves
2: Lint-free cloth or rag
3: Mix one part isopropyl alcohol with ten parts distilled water in a spray bottle
4: Phillips screwdriver 

INSTRUCTIONS FOR CLEANING:
STEP 1: Turn off the power supply and unplug the cord. Never open the doors
                or remove the chamber while the machine is turned on.

STEP 2: Release the four latches and pull the chamber out of the machine 
                (see image 1).

STEP 3: Open and remove the side panel door by unlocking it and rocking it 
                back (see image 2).

STEP 4: Remove all filters and replace if needed. The red LED light on the control panel 
                will indicate when the primary HEPA filter needs to be replaced.



STEP 5: Remove the UV lamps for proper cleaning as follows: With a firm grip on the upper 
                ceramic end piece of UV lamp, use your other hand to grip the ceramic wiring harness 
                connector. Now “wiggle” and gently pull ceramic harness connector end from the 
                ceramic lamp end. Using both hands, remove the UV lamps from each retention clip 
                once the wiring harness connection is separated and before any other machine 
                cleaning takes place (see image 3).

STEP 6: Once everything has been removed, wipe down all UV lamps with the 10:1 water to 
                alcohol solution previously listed. Be sure to wear latex gloves when handling the UV 
                lamps, and always use a lint-free cloth or rag. Fingerprints and smudges will diminish 
                the performance of the UV lamps.

STEP 7: Wipe down all interior and exterior surfaces with the same solution and lint-free cloth 
                or rag or, vacuum the areas to remove any debris. Do not use chemicals or other 
                cleaning agents.

STEP 8: Again using both hands, place the UV lamps back in the retention clips and reassemble 
                the connection of the ceramic wiring harness (female) to the ceramic lamp end (male) 
                with a gentle wiggle action (see images 4, 5, and 6).

STEP 9: Ensure everything is secure, place the chamber back in the Airbotx machine, and lock 
                the four latches (see image 7).

STEP 10: Put the side panel door back in place and lock.

Only replace UV lamps with Lamp Model No. ABX-T6U64-610-1
manufactured by Airbotx, LLC.
Send all units needing service or repair to Airbotx, LLC or an
Approved Airbotx Dealer.
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