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440X Operational Instructions

STEP 1: Unwrap the power cord and connect it to the Airbotx
machine.
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STEP 2: Place the 440X in either the horizontal or vertical
position.

STEP 3: Plug the cord into a standard 110/120V GFCI-
protected outlet.

STEP 4: Turn on the 440X using ON/OFF button (see image 1).

STEP 5: Set the number of UV lamps you want to operate by 2
using the control panel. Refer to Coverage Area for
recommendations. The number of lamps being used
can be adjusted while the machine is operating (see
image 2).
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STEP 6: Adjust the fan speed by using the control panel (see
image 2).

Coverage Area for 440X

Coverage Area

Number of For Moderate to

UV Lamps Severe Odors*
4 500 - 2,000 sq. ft.
3 375 - 1,500 sq. ft.
2 250 - 1,250 sq. Ft.
1 100 - 1,000 sq. ft.

*Square feet of areas determined with ceiling heights at a
minimum of nine feet. It is important to note that individual
job conditions may vary and should be properly monitored to
ensure safe working conditions.

SEE BACK FOR MORE
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Helpful Operational Tips

TIP 1: Coverage area for each project can range depending upon several variables. Coverage Area
recommendations are estimates only and can be affected by variables such as layout of
structure, multiple floors, ceiling heights, stronger or lighter odors, contents on site, source
removal, and time available to complete the project.

TIP 2: The length of time required to complete a project can vary, but most jobs will take an average
of 3 to 5 days.

TIP 3: 440X machines should be turned on at the beginning of jobs when odors are present.
Conditions for crew and customers will improve immediately and the deodorization can
happen simultaneous to the physical cleaning instead of afterwards.

TIP 4: Supplemental air movement is critical, so additional air movers should regularly be used.
Create a vortex whenever possible to ensure the oxidants produced by the 440X are dispersed
everywhere.

TIP 5: You can facilitate the distribution of oxidants into adjacent rooms by placing a 440X machine
at the end of a hallway and setting additional air movers down the hall pointing into each room
or office.

TIP 6: Open all cabinets and drawers, space out hanging clothes in the closet, and don’t stack items
that need to be treated. Remember, if air can’t get to an areas, then the oxidants can’t either.

TIP 7: Contents that are heavily damaged should be tented, placed as close to the machine as
possible, or placed in a 440X chamber at your facility.

TIP 8: If the goal is general air purification in an area that does not have a severe problem, place the
440X so it blows either into the middle of the room or into the HVAC return.

TIP 9: Monitor the 440X machines at least once a day to ensure they are performing properly.
TIP 10: Always make sure the source of the odor is removed before turning off the 440X.

TIP 11: When the job is complete, turn the 440X machine off first and keep additional air movers on
for about 15 minutes to air everything out. This is the best way to do a final “smell test” to
ensure the job is done. Be sure to smell contents and structures, not just the air, as those will
be the last areas where the odors are eliminated.

TIP 12: The 440X machine should be cleaned after each job. See Cleaning Instructions for details.
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