
440X Quick Setup
SET UP INSTRUCTIONS

STEP 1: Release the four latches and pull the chamber out of the Airbotx 
                machine (see image 1).

STEP 2: Place each lamp in the clamps that hold them (see images 2, 3, and4).

STEP 3: Attach wire harnesses to lamps (see image 5).

STEP 4: Ensure everything is secure, place the chamber back in the Airbotx 
                machine, and lock the four latches (see image 6).
 

STEP 5: OPTIONAL: Place the black cap over either discharge louver for 
                airflow to exit on only one side of the machine (see image 7). Cap will 
                lock into place without the need for any additional items or tools.



Dimensions 25 x 40 x 18 in. / 63.5 x 101.6 x 45.7 cm.

Weight 67 lbs. / 30.39 kg.

Power 5 amps (120V, 60 Hz, 550W)

IP Rating IP 20

Number of UV Lamps 4

Airflow Variable to 700 CFM

Static Pressure 2.5 in. / 5.08 cm. (H2O)

Sound Level Low: 65 dB; High 75 dB

Filters Pre-filter: 14 x 14 x 1 in. MERV 10
HEPA: 14 x 14 x 2 in.

Power Cord 25 ft. / 6.1 m

Warranty 1 Year Parts & Labor

Airbotx 440X Applications
The Airbotx 440X is designed to be used in areas with problematic odors and/or pathogens.
Common applications include:

Cleaning & Disaster Restoration
Schools and Universities
Senior Living Facilities
Hospitality
Office Buildings
Hospitals and Medical Facilities
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